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Ballistic LS68 - At a glance

OVERALL LENGTH   6.8m

OVERALL BEAM   2.5m

INTERNAL BEAM   1.52m

TUBE DIAMETER   460mm

No. OF CHAMBERS   5

TUBE MATERIAL   Orca® (Hypalon)  

MAXIMUM HP   250hp

FUEL TANK   150 litres

WEIGHT (inc. TRAILER)  17000kg

MAX SEATING   10

CE CATEGORY   C
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Ballistic LS68 - Standard features

WHAT’S INCLUDED

•Five-year warranty on hull and tubes
•Ballistic ultimate Dry Ride
•Structural stainless steel A-frame for towing/skiing/
     wake-boarding with tow hook and navigation lights
• Tow Point D eyes on transom
• Rod holders
• Twin bilge pump 
• Foot pump

LIGHTING & EQUIPMENT

•LED navigation lights
•LED deck lights
•LED courtesy lights
•Stainless steel drinks holders
•Twin bilge pump
•Foot pump

CONSTRUCTION

• Lloyds approved gel coated GRP hull
• Strong GRP deck and chassis
• Moulded deck
• Wide protective console
• Synthetic teak decking
• Orca® Hypalon tubes
• Spray deflecting fender
• Wear patches
• Marine grade stainless steel rails
• Premium weatherproof Silvertex upholstery
• Tubes fitted with pressure relief valves

MOORING & ANCHORING

•Anchor locker with anchor chain, rope and docking lines
•Anchor holder
•Boarding ladder
•Pop-up cleats
•Mooring strop
•Sampson post

PROTECTION

•Console cover
•Full boat cover

INSTRUMENTATION

• Steering compass
• Garmin EchoMAP – GPS, chartplotter, fish-finder, depth sounder
• Garmin DSC VHF radio
• Fusion bluetooth stereo system
• Tinned Silicon Wiring
• Yamaha engine gauge

SEATING OPTIONS

•Side by side bolster seats 2
•Moulded rear sofa seats 3
•Fold out rear facing bench seats 2
•Double aft sun pad
•Pop up twin berth accommodation

ENGINE & STEERING

•DBW electronic controls
•Yamaha outboard engine – four stroke, up to 400hp + stainless steel propeller
•Stainless steel under-deck fuel tank: 225 litre
•Separate fuel filter / water separator
•Fuel shut off valve
•Engine bolt lock
•Power trim and tilt
•Hydraulic steering
•Top mount throttle
•Twin battery system
•Custom battery box


